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Support Axis IP camera

Plustek NVR 4200V 

 TCP/IP, HTTP, UPnP IGD
SNTP LAN DHCP IP, NVR

DHCP PPPoE IP TETP, Console 
CLI SMTP (FTP) / DDNS

AP
Jpeg Quad

FTP VGA
60fps 640x480 CIF 120fps 320x240
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•  IP 
•
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•

ARM 9
10 / 100 Mbps 
4 LAN
1 WAN

SATA
8MB Flash / 64MB DRAM
7 LED 4  LAN

1 WAN
1 1

12V DC 
9~36V DC

300 x 152 x 44 mm (H x D x W)
-10°C to + 60°C

Random Vibration test:
       Standard: Reference ISO16750-3
       Test Acceleration: 1.5G(m/S2)
  Test Axis: X.Y and Z-axis
       System Condition: Operation Mode
      Sine Vibration test:
            Test Acceleration: 5G
  Test Axis: X.Y and Z-axis
  System Condition: Non-operation Mode 

CPU: Intel Pentium® III 1G
TCP/IP  (DHCP, Static IP, DDNS, SMTP) 

IE 6.0
RAM: 256 MB 512 MB

(Ethernet)  10/100 Mpbs (Ethernet) Category 5
 CD-ROM/DVD 16 800 Mb

Microsoft® Windows® 2000 XP Vista

WiMax

UMTS/3.5G
Wifi


