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Space Dome Camera

Horizontal
Resolution

550

．Sony Super HAD Ⅱ high sensitivity CCD sensor
．Sharp high sensitivity CCD sensor for 540TVL
．3-Axis Mechanism for free lens rotation
．Option :
    Board Lens or Vari-Focal DC Drive Lens
    Built-in 20M IR-LED

RYK-2Gxx RYK-2GxxL

RYK-2G49
RYK-2G49L

RYK-2G49VF

BL
BL & IR
VF

RYK-2G83
RYK-2G83L

RYK-2G83VF

RYK-2G79
RYK-2G79L

RYK-2G79VF

Iris Control

550 TVL 540 TVL

0.02 Lux / F1.2 (IR Off)
0 Lux (IR On)

Fix Iris for board Lens, DC Drive for Vari Focal Lens

Vari-Focal Lens (VF) : 3.7~12mm / F1.6~3.0, Wide:76.1°×55.8°, Tele:23.8°×17.9° (H×V)

High / Low (For VF type only)

On / Off (For VF type only)

24 pieces IR-LED (For L type only)

 IR On: 425mA max.
IR Off: 117mA max

(35mA increased for VF type)

 IR On: 460mA max.
IR Off: 155mA max.

(35mA increased for VF type) 

IR On: 380mA max.
IR Off: 75mA max.

(35mA increased for VF type)

1/3” Color Sharp

max.

1/3" Color Sony
Super HAD Ⅱ

1/3" Color Sony
Super HAD Ⅱ

1.2 (IR Off)0.02

High Sensitivity

Hi-Sen.

1.2 (IR Off)1

4

(HxV)


