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Overview

The Central Management System (CMS) offers a simple and centralized
monitoring interface for the video surveillance equipments. It gives the user

access to monitor multiple DVRs, and allows the user to simultaneously

monitor 64 sites per group (up to 10 groups) within several clicks.

Analog Dome IP Camera IP Camera

|

iemote Software : Video Sarver

CMS System Metwork
BNC Cable

Features:

Monitor Multiple Sites - Supports up to 10 groups, each group can add up to
64 sites

Alert Function (LAN Only) - Sends live/event video clips and messages
to the local computer from all connected DVR(s)

Connected Configuration - Configures the settings of the connected
DVR(s)

Remote Playback — Allows the user to view recorded video stored in the
connected DVR(s)

HDD Information — Displays information of all disk drives that are being
used on the local computer

Dome Control - Remotely operates the speed domes via the Internet
Search (Devices) - Searches the LAN network for any available
connected DVR

Search (Video) - Searches the connected DVR for any recorded video
Record - Records live or playback videos to the local computer
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1.1 System Requirement

The following chart shows recommended computer system:

Operating Systems | Windows 2000, Windows XP, Windows Vista
Minimum: Recommended:

Pentium4 2.0GHz | Pentium4 3.0GHz
Minimum: 512MB Recommended: 1GB
(Connects = 32ch) (Connects 64ch)
Bandwidth Minimum: 256K Recommended: 1536K
Minimum 5GB HDD space is required if there is
need to record video to the local computer.
Recommended:

Pre-installed with more than 64MB RAM

CPU: Intel(R) Core (TM)2 Quad CPU Q6600
@2.4GHz, RAM: 2GB, OS: WinXp

With the above system, the tested PC can stably
Tested Connection | connect up to 512 channels, which is the same as
Extreme 32 units of 16-ch DVRs.

NOTE: This system is required when 18
Megapixel IP cameras with 1280x960
resolution are going to be connected.

CPU

RAM Memory

HDD

Video Card

& NOTE: If the operating system is Windows Vista and the login account
is non-administrator, then files created by “Record”, “Archive”, and
“Convert To AVI” may not be able to saved in preset folders properly.

Follow steps below to make the files be saved correctly.

Step 1. Open the folder where CMS and CMS Player application files are
saved.

Step 2. Right click on CMS application file and select <Properties>.

% wvidcore.dll 2008/2/11 F505:.. Application Extens... 592 KB
Homs 002202 Tesod . Application 3,104 KB
C Open File Folder
' Run as administrator
Pin to Start Menu
Add to Quick Launch

Restore previous versions

Send To »
Cut

Copy

Create Shortcut
Delete

Rename

Properties
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1.2

Step 3. Select <Compatibility> tab and check the option “Run this program
as an administrator”. Then click <OK>.

k=] CMS Properties [ l

2 |_Campati5i-ii't?'

If you have problems with this program and &t worked comectly on
an earlier version of Windows, select the compatibility mode that
matches that eardier version .

[] Run this program in compatibilty mode for:

Windows XP (Service Pack 2

Settings
[] Run in 256 colors
[] Run in 640 x 480 screen resolution
[7] Disable visual themes
[ Disable desktop composition
[] Disable display scaling on high DPI settings

Privilege Level

[ Run this program as an administrator

[ '@'Mmfordm |

[ ok ][ cCancel | Apply

Step 4. Repeat steps 2 and 3 for CMS Player application file. After both CMS
and CMS Player are set, the files can be saved correctly to the preset
folders

Supported IP Camera
The following chart shows the IP camera types recognized by the CMS:

DynaColor Video MS-ADPCM
HTTP MPEG-4/M-JPEG

Server (D7521) 2-Way Audio

DynaColor MegaPixel g.711 a-law, g.711 u-law
RTP+RTSP MPEG-4/M-JPEG

IP Camera (nDHO060) 2-Way Audio
HTTP MJPEG No Audio

AXIS 200 Series RTP/RTSP MPEG-4 Unsupported

VivoTek 7000 Series |RTP/RTSP MPEG-4 Unsupported
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2. Software Installation

After acquired the installation file, follow the steps below to install the CMS to
the local computer.

Step 1: Double click the zipped file to unzip it. B CMSaip
Step 2: There are 3 ways to start the installation.

Option 1: After the zip file is opened, click [Tl%etup.exe
on the Setup.exe file to start the
installation.

Option 2: After the zip file is opened, click [=J4utoRunexe
on the AutoRun.exe file to start
the installation.

Option 3: If the program will be installed using the CD, the
installation will run automatically when the CD is inserted
into the CD-Rom.

If the installation will be started either via Option 2 or Option 3 of Step
2, the <CMS Setup Menu> window will be displayed. Choose
<INSTALL CMS> to start installing the CMS. Choose <CMS USER
GUIDE> to open the user’s manual. Choose <EXIT> to exit the
<CMS Setup Menu>.

CMS USER'S MANUAL

e

NOTE: If an older version of the CMS had been installed in the
local computer, a message box will be shown during the
installation. Click <OK> to uninstall the previous version.

Another version of ChS had been installad already.

D

Click "OK™ to remove the previous version or “Cancel” to aboit..

Cancel
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After clicking <OK>, an <CMS Installation Uninstall: Confirmation>
dialog will be displayed. Click <Uninstall> to uninstall the older
version and continue with the next step.

& CMS Installation Uninstall: Confir... [2]0]X]

This wizard will uninstall CMS Installation from your computer. Click Uninstall
ko start the uninstallation.

Uninstalling Fram: |C:'|,Pr0gram FilesiCMS

Cancel

Step 3: Select the components that are going to be installed. It is strongly
recommended to select the <Start Menu Shortcuts> to create
shortcuts in the Start Menu and on the Desktop. Otherwise
whenever the program is to be opened, it will have to be found
under the path: “C:\Program Files\CMS\EXE\CMS.exe”. Click
<Next> to go to next step.

& CMS Sectup: Installation Optians E”E|§|

Check the components you want to install and uncheck the compaonents
waou don't want to install. Click Mext to cantinue.

Select components ko install: M3 {Fequired)
Start Menu Shortcuts

Space required: 33.4MB

4 >
Cancel

The components of the CMS Installation Setup:

CMS (Required) : The CMS main program
(Default).

Start Menu Sharkouts : Check to create shortcuts in the
Start Menu and on the Desktop.

MTP (Metwork Time Protocal) Server : Check to install the NTP

(Network Time Protocol) Server.

Default Setking (Cld sekting will be deleted! : Check this box to load default
setting, or uncheck it to load the
old setting of previous installed
CMS.
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Step 4: The CMS main program will be the first program to be installed.

Choose a folder to install the CMS or it will be installed to the default
destination folder “C:\Program Files\CMSV\". Click <Install> to start
the Installation; or click <Back> to go back to the previous step.

& CMS Setup: Installation Folder EoX

different folder, click Browse and select another folder, Click Install to start

@ Setup will install CM3 Installation in the Following Folder, Toinstall in a
the installation,

Drestination Folder

|C:'|,Pr0gram Filest CMSY, Browse, ..

Space required: 33.4ME
Space available: 4, 1GE

Cancel < Back | Install |

Step 5: The NTP Server will be the next program to be installed. The NTP
Server enables the local computer, which is running the CMS, to
become a central NTP Server for the connected DVR(s) so the time
for the local computer and the connected DVR(s) is synchronized.

Click <OK> to start installing the NTP Server.

& CMS Setup X

NTE(Network Time Protocol) is the abbreviation of Network Time Frotocol
which is designed for timesyne cross the network.

The following web site would be a good start point

if vou wanna get know about this topic.

http:fwww.nip.org!

Step 6: Click <Close>, and the Software Installation is complete.

& CMS Setup: Completed M=

Completed

Showe details
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NTP Service (Server)

The NTP Service (Server) enables the local computer, which is running the
CMS, to become a central NTP server for the connected DVR(s) so the time
for the connected DVR(s) and the local computer is synchronized.

To do so, the IP address of the local computer is needed.

Go to Start menu, select Run.
JJS-MII:T‘-

asrogons B [
!]ll:qﬂﬂ’ @Tunfﬂﬂmﬂu

¢4 start

Type in cmd and click OK.
Run E]El

Type the name of & program, Foldar, document, or
Inkerreet resource, and Windows vwill open it for you,

Oper: | cmd w

l e ]l Cancel || Browse... |

Type in ipconfig to get the IP Address of the local computer. Write down the
IP address on a piece of paper for later use.

After the IP address is found, setup the connected DVR(s).

First, go to <Main Menu> - <System Setup> - <Date/Time> > <Time
Zone> to setup time zone. To find out the local time zone, please visit
www.greenwichmeantime.com
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Q NOTE: The <Time Zone> must be set or the <Network Time
Protocol Setup> will not be accessible.

After entered the local time zone, the <Network Time Protocol Setup> option
will be accessible. Go to <Main Menu> - <System Setup> - <Date/Time>
- <Network Time Protocol Setup>, and the following menu will be
displayed.

Network Time Protocol Setup
1. NTP Server time.nist.gov
2. Automatically Time Sync ON
3. Manually Time Sync No

In this example, the NTP server should be set to “192.168.7.122” which is
the IP address of the local computer. After the NTP server is set, select
<Manually Time Sync> to sync the time with the local computer. The time
sync can also be updated periodically. Select ‘ON’ for <Automatically Time
Sync>, and the time will be automatically synced once an hour.

Software Upgrade

The CMS will automatically connect to the FTP Server and check for upgrade
every once a month. If no upgrade is available, the CMS will continue normal
process. If upgrade is detected, please follow the steps below to proceed.

Step 1: A message box will pop up to inform that there is upgrade available.
Software Upgrade M

The FTP server hive new OMS software version|
‘Wiould you want bo upgrade k¥

Click <OK> to download the upgrade software and continue to the
next step. Otherwise, click <Cancel> to abort and continue to
normal CMS process.

10
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Step 2: Choose a destination folder to save the file. Then a window will pop
up and show the downloading status.

g - &

Source: [OMS_Software_update/upd CMSs)CMS_Relessa b _0.2.0.5p
Targat: C:\Documents and Settings|chiermen|My _TEST.zip

574 KB from 7852 KB transfermad (25 KBfsec). Femaining time: 4 min

Click <Abort> to terminate the download and the CMS will be started
as usual.

Step 3: When the download is completed, the installation of the new version

of the CMS can be started following the same procedures described
in the Software Installation section.

Q NOTE: If the upgrade file is not completely downloaded, an error
message will be displayed as below.

CMS Error x|

Thiz upgrade file is incorrect.

NOTE: A release note will also be downloaded together with the setup

file. The following message will be displayed to show the file path
where the release note is saved.

L] E Path of release note | CuProgramm Files\CIWSIELE Releaze Mote tut
.

11
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4.

4.1

Start the CMS

There are 3 ways to start the CMS. Note that method A and B are only
available if the “Start Menu Shortcuts” component is installed. Please see
section Software Installation for more information.

Method A: Click Start menu and select Programs; find “CMS” from the listed
programs.

Method B: Double click on the E shortcut icon on the desktop.

Method C: Go to “C:\Program Files\CMS\EXE\” and double click on the

CME exe .
E Central monitoring zvstern JCON.,

Starting Up

If the CMS is started for the first time, select a desired language for the
interface. The available languages are listed in the scroll box. Click <OK> to
confirm the selection.

Select Language

|English j

If the system memory or CPU frequency is less than the requirement, the
error message shown as below will be displayed.

System memory insufficient! CFU frequency insufficient!

The following message will be shown if the setting file is broken.

CHMS Message

The setting file of CMS is blank or broken. The default setting will be loaded.

12
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4.2

Login

The default User Name & Password are listed below.

User Name: admin
Password: 1234

X

Login

@ User Mame ! |~3'2||'ﬂil'l

|****|

Passwiord

[ Save user name and password

k. | Cancel

Check <Save user name and password> to save time from entering
username and password every time the CMS starts. Click <OK> to login.

The username and password accounts can be added or removed under the
<CMS User> option. Refer to the CMS User section for more information.

Q NOTE: If the wrong username or password is entered for 3 times, the
message below will be shown, and the CMS will be closed
automatically after <OK> is clicked. Reopen the CMS to enter the

correct username and password.

Password mismatch 3 times! Program will be restarted!

13
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5. Buttons Available on the Main Window

After starting the CMS, the main window of the CMS will be shown as the
figure below. There are several buttons positioned on the top and the left of
the main window. The name of each button is indicated below.

Live Play Playar Snapshot E-Map Record Setting  Health Lock

Site Tree

Bandwidth
I Audio

Display
Modes

HDD Info

The usage and function of each button will be briefly described as the
followings.

LIVE
Click on this button to view the live video. Note that after viewing recorded
video, this button needs to be clicked to switch back to the live mode.

PLAY

Click to view recorded video stored in the HDD of the connected DVR. Please
refer to Playback Recorded Video section for more information about playing
back the video.

PLAYER
Click to open the CMS Player. The CMS Player is a compact version of the
standard DVR Player. Please refer to the Appendix A for more information.

14



User’s Manual

SNAPSHOT
Click to save a snapshot of the current window(s). Refer to section Take a
Snapshot for detailed information.

E-MAP
Click to open the E-MAP program. The E-Map is a program that allows the
user to illustrate the positions of the cameras on a self selected image.

RECORD
Click to schedule the recording time frame for the sites.

SETTING
Click to set up the configuration. Refer to section Configure the CMS for
detailed information.

HEALTH
Click to see the connection status and information of the connected DVR(s).
The data will be updated every 5 minutes. The following figure is an example.

Health Status (Refresh Rate =5 min)
Site[01] | Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 4R160L0 Internal 147GB Active 37
Site[02] | Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Mazxtor dR160L0 Internal 147GB Active 36
Site[04] | Devyice Narne | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 6Y0ROLO Internal TIGB Active 50
Site[05] | Device Narne | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 7Y250P0 Internal 228GB Active 42
Retrieving Info ...

Q NOTE: If more than half of the connected devices are not our products,
a warning message as below will be shown and the CMS will be
closed automatically.

A1 least half of the connected devices must be our products.

15
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LOCK
Click to lock the CMS to protect the works on the CMS when the user needs
to be away from the computer for a while. This function is the same as the

computer’s screensaver. See Lock Function section for more detailed
information.

Site Tree

Displays the site(s) that are currently being |- &[F]{E
viewed. If the connection to a certain camera is |. @ [0z “DisConnec!
failed, there will not be image displayed on its |~ g{gﬁi Live

assigned grid. Right click on the “site” and click |+ @ [05] 4 Ez;?:gmmn ’
<ReConnect> to try to establish the connection Event Search

to the site. The <DisConnect> option allows the Mlayback v
user to only disconnect a certain site. The user _ Camera Sefting

can also rename the camera directly by right
clicking on the site and selecting <Rename>. . g 5] a5

The new name will be shown on the upper left @ pdd 1o Sequence
corner of the camera’s assigned grid. S
Fenarme

Bandwidth & Audio
Click to choose bandwidth option. Choose <High> when the internet speed is
fast; and <Low> when the network is congested.

Next to the bandwidth option is the audio button. Click to turn on/off the audio.
OFF ON

[Bandwidth: [HIGH ]

& NOTE: Turning ON/OFF the audio on CMS will not affect the audio
setting of the connected DVR(s).

16
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Display Modes
Click on any icon to view the image in a multiple

window mode. The selections include 4-window,
9-window, 16-window, 25-window, 36-window,
49-window, and 64-window modes. Refer to section
Display Modes for more details on operation.

Click to start displaying the sequence list. See Sequence Display

section for more detailed information.

Click \X\ to extend the current viewing grids to full screen. Hit <Esc> to

exit.

HDD Info
The pie chart on the bottom left displays the HDD C:\ [System] v
information. This is especially useful when the user
uses the CMS to record the video to the local
computer.

Capacity. 20,00 GB

Scroll down the menu to see the information of all
the HDD(s) installed on the local computer, such as
C drive, D drive...etc. The blue part of the pie chart
indicates the used space, and the yellow part

indicates the available space.

The information will be updated every 10 seconds.
If file circular is enabled, the circulation will as well
be updated every 10 seconds.

17
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6.

Configure the CMS

The CMS supports up to 10 groups, and at most 64 sites can be added to
each group. The following sections guide you to setup your CMS step by step.

Click the - button on the top of the main window, and the figure below

will be displayed.

Add a Remove
Group a Group

Adg a Site Remnvte a Site Expand Collapse

User | Sequence | Login Setting | Network | Log |
ke Setking
i [*._|‘| Site I
=8 Groups P [ r
-+ [01] New Group
@ [01] New Site Part : |
Username : I
Password : I
= DVR ™~ IP Camera
Mode: I _‘I
Stream Type: I J
Export Import

18
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6.1

Setup Groups

Up to 10 groups can be set in the CMS. This section guides the user to add or
remove a group, and also shows the user how to set “start group”.

Add a group

Click ﬁ button to add a group. Double click on the group to rename it.

Settings E]

Groups ]File path 1 Event ] CM3 Lser ] Sequence ] Login Setting ] Network] Log ]
[ @roups 1 1 Sike Setking
@zlele| o= w
=2 Groups ey | -
=@ [01] New Group
@ [01] New Site Port |
Username |
Password : ‘
 DyR 1P Camera
Model: l _J
Strearn Type: I J
Export I Impoark J Tok T Cancel |

The other way to add a group is to right click on <Groups>, and select <Add a
group>.

Settings E]

Groups ]File path 1 Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting

% @@ nl=| Site

et ST o
{ ) Part ¢ I

|

I

Expand all groups

Collapse all groups Username :
Password !
* DvR " 1P Camera
Model: ] _J
Skream Tywpe: J J

Expart Import [0].4 | Cancel |

19
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Set Start Group
“Start Group” is the group that will be connected after starting the CMS.

Right click on the group to be set as “start group”, and select <Set as start
group> from the pull-down menu.

Settings E]

Groups ]File path 1 Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting
N i T
=8 Groups P | C o
$ | Addasie Port | &

Remove Username : |
Rename Passward : I
Expand ~ DvR 1P Camera
Collapse T ] =

Expart J Import ‘ [0].4 | Cancel |

Q NOTE: If a group is set as the “start group”, the icon will be checked as
shown in the figure below.

Settings E]

Groups ]File path 1 Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting
'&I%|@|QI J,|E|1‘ Site ¢ INewSite
: S P [0 .0 .0 . 0 I mpws
= 01] Mew Group
@& [01] New Site Port ; [eo
=48 [02] New Group
1] Hew Site ) |
Password |
o DR i IP Camera
Madel: ] _J
Stream Type: J J
Search

Expart Import [0].4 | Cancel |

20
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Expand/ Collapse a Group

There are two ways to expand or collapse a group. One way is to use the

buttons; the other way is to right click on the group and select

<Expand> or <Collapse> from the pull-down menu.

Settings E]
Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]
[ Groups - 1 Site Setting
LIEL @- Site [
=8 Groups P | C o
=E:-8 0] ] Mew Groupd
: %2[1011 Ne| addasite &
=8 Mew (
& [01]Ne. Remove ame ¢ |
Rename ord [
Expand R " IP Camera
Collapse | =
Set as start group Type: | =]
Expart J Import ‘ [0].4 | Cancel |

Remove a Group

To remove a group, click on the group to be removed, and then click the |%

button directly to remove the group. The other way to remove a group is to
choose <Remove> after right clicked the group.

Settings

[ Groups

=8 Groups
-2 [01] New Group
@ [01] New Site

@ [0 Addasite

Eename

Expand
Collapse

Set ag start group

[~ Site Setting

Sike :

1P

Port

Username :

Password !

« DvR
Model:

Skream Type:

Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

=

|
|..
|
I

" IP Camera

J

|
]

Expart Import

[ o ]

Cancel |

21
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6.2 Manage the Sites

The following sections are instruction of the management of the sites,
including add or remove sites and configuration.

6.2.1 Add/Remove a Site

This section describes how to add or remove a site. Up to 10 groups can be
created with a capacity of 64 sites.

Add a site

Choose a group to add a new site. Click the '.| button to add a site to this

group. The next section will show how to setup the site step by step.

Groups ]File path ] Event ] CM3 Lser ] Sequence ] Login Setting ] Network] Log ]
[ @roups 1 1 Sike Setking
s/(@)e| == wo: |
il
=8 Croups " | —
@ [Ol] &dd a site Part |
Remove
Username ! |
Rename Password : |
Expand
c Il:l] [+ DVR 1P Camera
Ollapse
o del: | _J
Set as start grou
£ b arn Type: I J
Expart | Impork J Ok | Cancel |

The other way to add a new site to a group is to right click on the group, and
select <Add a site>.

22



User’s Manual

Remove a site

To remove a site, click on the site that is to be removed, and click the |!

button directly to remove the site.

Settings E]

Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting
s Site : INew Site

IF: |U S0 .00 [~ {DIDNS

Part ; |SD

Remove Username : |
Eename Passwiord : |

o DR i IP Camera
Model: |

Skream Type: J

Search
Expart | Import ‘ [0].4 | Cancel |

The other way to remove a site is to right click on the site, and select
<Remove> from the pull-down menu.

A new site can either be a DVR or an IP Camera, and the number of sites
equals to the number of the DVRs and IP Cameras. The following sections
will show how to setup configuration of the sites.

23
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6.2.2

Setup the Site via Device Search

There are two ways to setup a site. The simple way is via Device Search.

The CMS is able to search for the IP address of the DVR(s) or IP Camera(s)
connected to the LAN. The ports used for device search are 6666 and 6667 .
Please make sure that these two ports are not in-use nor blocked by firewall
or virus scan software.

Step 1: If there is a LAN network,
the CMS can search the |77/« o sl sl |
LAN network for IP address | ‘sz e o
of available DVR(s) and IP Swi

Camera(s). Click the
Search button (on the

bottom right) to open the <=
Search window. e L= ) oo
Step 2: Click <Refresh> to find the [l X

Device search {Double dick on a row to add)

IModel Type P Port

IP address of DVR(s) or IP
Camera(s) available in the e e
LAN network. Select from Mesaerelcamera N Moo lmiearsm W
the list and Double click
on the IP address to add it
to a site. Then enter the
username and password of
the site.

NOTE: The Device Search function can only be used to search for
& addresses within the same LAN. For example, if the local computer
uses an IP address of 192.168.1.5, and a connected DVR has an IP
address of 192.168.1.7, the CMS will be able to find the IP address of
the DVR. However, if there is another DVR connected to another LAN
network such as 192.168.3.6, the CMS (whose IP is 192.168.1.5) will
not be able to find the IP address of the DVR in another LAN network.
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6.2.3

Setup the DVR Site Manually

If the detailed information (IP address, port, username, and password) of the
connected DVR is provided, a site can be setup manually.

Add a new site and enter the Name, IP address, Port, Username, and
Password. Select “DVR” and click <OK> to complete the setting.

Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]
[ Groups 1 Site Setting
'%l%’.|@|@| J,|E|1‘ Site ¢ INewSite
- 8 Groups P [192 188 . 7 161 [ (oioms
=8 [01] New Croup
@ [01] New Site Port fgo
Usernarme : |ac|min
Password ! |****
(¢ DYR 1P Camera
Model: | _J
Stream Type: J J
Search
Expart | Import ‘ [0].4 | Cancel |

If the DDNS information of the DVR is known, the DDNS data can be used to
setup a site. Check the box <(D)DNS> circled below, and type in the DDNS
data. Click <OK> to complete the setting. An example of the DDNS address
looks like: Example.ddns.iview-ddns.com

Groups ]File path ] Event ] CM3 Lser ] Sequence ] Login Setting ] Network] Log ]
[ @roups 1 1 Sike Setking
'@-|%’.]@|@| l|E‘T‘ Site ; INewSite
=489 Groups IF |Example.ddns.iview—ddns.cem
=@ [01] New Group
@ [01] New Site Port |
Username ! |a|:|min
Password : |****
* DVR 1P Camera
Model: | _J
Strearn Type: I J
Search
Expart | Impork J Ok | Cancel |

NOTE: Port number does not apply to DDNS entries. Therefore, if the
& <(D)DNS> box had been checked, the port number does not need to

be changed.
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6.2.4

Setup the IP Camera Site Manually

If an IP Camera is going to be added to the CMS, the required information
includes the IP address, port, username, password, and brand/model type of
the IP Camera. Enter the data and select “IP Camera” as circled below. Then
choose the <Model> and <Stream Type> of the IP Camera. Click <OK> to
complete the setting.

Settings E]

Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting
%)% @@ == Site ¢ [ sie
=@ Croups P [152 165 . 7 161 I (ojoms
=8 [01] New Group
@ [01] New Site Port ; ISD
Username Iadmin

Password ! |****

 DVR

Madel:

Skream Type: J

=l
Search |
Expart J Import ‘ [0].4 | Cancel ‘

IP Camera Support List

DynaColor Video MS-ADPCM
HTTP MPEG-4/M-JPEG

Server (D7521) 2-Way Audio

DynaColor MegaPixel g.711 a-law, g.711 u-law
RTP+RTSP MPEG-4/M-JPEG

IP Camera (nDHO060) 2-Way Audio
HTTP MJPEG No Audio

AXIS 200 Series RTP/RTSP MPEG-4 Unsupported

VivoTek 7000 Series |RTP/RTSP MPEG-4 Unsupported

& NOTE: Each group can only connect to at most 18 IP cameras.
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6.3

Setup the File Path

The file path menu defines stored destination of snapshot, recorded video,
and archive files. It is recommended to use the default folders.

The <Circular> function is used to adjust the HDD space usage of the CMS.
For example, when the threshold is set to 1GB, and there are 20GB free disk
space remaining in the HDD. CMS can only access the HDD no more than
19GB. Whenever the free disk size is smaller than threshold, CMS will start to
overwrite the earliest recoded data.

Groups  File path ]Event | oS User | Sequence | Lagin Setting | Metwark | Log |

Path Circular

Enable: o ﬂ\

Type: By size -

Snapshot path:

|C:'|,Prograrn Files\CMS\Snapshat Browse

Record path:

P FileshCMSYR d
| o R = Threshold: 1000 mp
Archive path:
|C:'I,Program Files\CMSYArchive Browse
Snapshat type
[~ Bmp V¥ Jpg [ aif [ Tif
Expart | Import [0].4 | Cancel

Snapshot type

The CMS has a snapshot function, and the file type for snapshot can be
defined here. Note that if more than one type are selected, take 2 types for
example, then each snapshot is saved to 2 types of files. They are the same
image, but in different formats. For instance, if Bmp & Tif are selected and the
snapshot is taken, two types of image files of the same snapshot image will
be created.

27



User’s Manual

6.4 Alert

The alert function enables the connected DVR(s) to send alert signals to the
CMS within the network. This section describes how the alert function works.

Setting up the alert function:
Step 1: Find the IP address of the local computer.
Go to Start menu, select Run.

I-} Search
meogoms B | (A
g] Log Off @| Turn Cff Compuber

4 start

Type in cmd and click OK.

B

Type the name of a program, folder, document, ar
Inkemet resource, and Windows will open it for you.

Open: | cmd w

|_ Ok H Cancel ] l Browse, ..

Type in ipconfig to get the IP Address of the local computer. Write

C:sDocuments and SettingssDwnorl_

Step 2: Setup the <Alert Notification Setup> on the connected DVR(s). The
<Alert Notification Setup> allows the user to send alert notifications
to the CMS program which had been installed to the computer.
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Alert Notification Setup
1. Alert Configuration Set 1
2. Alert Notification OFF
3. Alert IP 192.168.7.122
4. Alert Port 9999
5. Alive Interval 120sec

Alert Configuration Set
<Alert Configuration Set> provides 3 combinations of Alert Notification, IP,

and Port. The user can match the connected DVR to at most 3 different
CMS servers.

Alert Notification

4 options are included in this item; <OFF>, <Event>, <Alive>, and <Both>.

<OFF>: The Alert Notification is turned off.

<Event>: When the alarm is triggered, the DVR will send an alert

message to the CMS.

<Alive>: The DVR will send an alive message to the CMS every N second
just to show that the connection between the DVR and CMS is in
effect. The time interval N can be adjusted in <Alive Interval>.

<Both>:This enables the DVR to send both Event and Alive alert
messages to the CMS.

Alert IP

The Alert IP must match the IP address of the local computer. In this
example, the IP address of the local computer is 192.168.7.122.

Alert Port
The Alert Port is the port used for sending and receiving alert signals.
Choose any port that is not restricted by the network. The ports for both

connected DVR and the CMS Alert must be the same. In this example,
the port is set to 9999.

Q NOTE: If 2 configuration sets are corresponding to 2 different
CMS servers, each CMS server must have its own unique port
number.

Alive Interval
Time interval (1 to 255 sec) between each alive message can be set here.
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Step 3: Setup the Alert of the CMS.

Click on - positioned on the top of the CMS main window and go

to Event tab to setup the port. Port 9999 is used in this example.
Select ON to enable the alert function and click OK. <Event Full
Screen> is used to display full screen of the alerted channel. Select
<ON-> to activate this function, or <OFF> to deactivate it.

Groups ] File path  Event ]CMS User ] Sequence ] Login Setting ] Network] Log ]

Event Full Screen Alert

Enable : CFF - Enable : OFF -

Port : (aTalal]

Expart | Irnpork |

& NOTE: If the user reconnect or disconnect the sites, the list of the

event full screen will be cleared.

& NOTE: Once the list of the event full screen finished playing, the

window will return to former viewing status.

Step 4: Alert Action

The connected DVR sends 4 types of alert message (State) to the
CMS: Alive, Alarm, Motion, and Video Loss. Alive messages are sent
when the notification option is set to <Alive> or <Both> in the
connected DVR. Alarm, Motion, and Video Loss messages are sent
when the notification option is set to <Event> or <Both> in the
connected DVR.
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Viewing the alert events:

When the alert is triggered while the alert function is turned “ =) 2
on, an icon will be shown in the system tray to indicate that an

alert is being triggered. Right click on the icon and the menu Alert Info
as shown on the right will be displayed. 2l

e Choose <Alert Info> to show the following window. Alternatively, double
click on the icon can also display the Alert Info window.
e Choose <Exit> to remove the icon from the system tray.

M Alert Info @

NOTE: The maximum number of items can be kept on the alert list is
1,000. When the list reached 1,000 items, the earliest alert messages
will be deleted while the new ones are being saved.

Double click on the Event Messages (Alarm, Motion, or Video Loss) to view
the event video in full screen. If the DVR sending the Event Messages is not
currently connected to the CMS, a message box will be displayed as the
following. Connect the DVR and the event video will be available.

Please connect this site first.

Q NOTE: The Alert function works ONLY within LAN network. (Please
refer to the note of the Search function)

NOTE: If the alert event has not yet been added to the database of the
DVR, a warning message will be shown to notify the user.
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6.5 CMS User

The <CMS User> is for the management of user accounts in the CMS. You
can set users’ account information and privileges. The default username and
password are:

Username: admin

Password: 1234

Settings I
Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |
-CMa User Lisk User Information
[01] admin User Marne : | L]
User Lisk
Password I
Expart | Import ‘ [0].4 | Cancel |

Q NOTE: Only users under the <Admin> group have the privilege to
change the settings in <CMS User>.

To add a user, you must first add a group. Right click on <User List> and
select <Add Group> from the pull-down menu.

Settings E]

Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |
-CMa User Lisk User Information
[=1- Adrnin =
[017 admin User MNarme | :
Password I
A L
Expart Import [0].4 | Cancel |
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After the group is added, the first user account of the group will also be
created. You MUST set the password for this account before you can go to

the next step.

Settings I
Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |
-ZM3 User Lisk -User Information
=1 &dmin
[01] adrin Hleer N aTa:: iGrouleUserDl
=] User Lisk
(=1 [01] MewGEraup0l @er: |
[01] Group0ilserdl
Group Attribution Setting |
Expart J Import ‘ [0].4 | Cancel |

Right click on <NewGroup01> to add a user, remove a group, or rename the

group.
Settings I
Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |
-ZM3 User Lisk -User Information
=1 &dmin
[017 admin User MNarme I
B 1] hewicroupi assword s ————
oS 54d 2 user
Eemove a group
Eename
Group Attribution Setting |
Expart J Import ‘ [0].4 | Cancel |

& NOTE: The account currently used to login cannot be deleted.

Cannot delete account currently used to login
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Right Click on <Group01User01> to remove a user or rename the username.

Settings E]

Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |

-ZM3 User Lisk User Infarmation
=1 &dmin
[01] admin User Marme : IGWUPDIUSEI’DI
_Mt r
(= [01] MewGroup0l Passiord | |

Remowve a uger
Eename

Group Attribution Setting |

Expart J Import ‘ [0].4 | Cancel |

The <Group Attribution Setting> is for setting up the privileges of the selected
user. You can give each user account different privileges by configuring this
function.

Settings E]

Groups | File path | Event  CM5 User ]Sequence | Lagin Setting | Metwark | Log |

-ZM3 User Lisk User Infarmation

=1 &dmin

[01] adrin Cleer N aTa:: IGrouleUserDl
=] User Lisk .
(=1 [01] MewiGraup0l Password | |
[01] Group0ilserd]
Group Attribution Setting |

Expart Import [0].4 | Cancel |
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After entering the <Group Attribution Setting>, the following diagram will be
shown. Select a user account in <Select CMS Group>, and you can click on

the buttons to enable or disable its privileges.

Artribution Serup @

CMS Group Attribution
Select CMS Group: |NewGroule j

Functian List
Group Per Site Per Camera

o o e [ = e o™ [ e i
Advance Setting

Cancel |

*

*

*

Blue buttons are CMS menu controls including: Playback, Player, Emap,
Schedule Record, Setting, and Lock.

Green buttons are site controls including: ReConnect\DisConnect,
Record, Configuration, Event Search, and Camera Setting.

Orange buttons are camera controls including: Sequence, Rename,
Dome Setting, Dome Control, Remove, and Sound Notification.

Each camera can be set to enable/disable Live, Play, or Record function
individually after clicked on <Advance Setting>. Refer to the following figure
for details.

Aptribution Setup @

CMS Group Attribution
Select CM3 Group: |NewGr0upUl j

Function Lisk

Group Per Site Per Camera

O I e e P = RS AR =]

Ok | Cancel

Camera Atkribution Setting

Select Connect Group [01] Mew Group ¥ Enabile Yideo : . L

Camera Enable

[0 Mew Site

Q NOTE: The preset is 16 cameras for all sites. The real number of

cameras per each site will not be detected.

NOTE: These settings will affect the whole operation of the CMS.
Please be very careful while configuring the settings.

Next time when you login, you can choose to enter the CMS either as the
admin or the user.
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6.6 Sequence

This function is used to set the displaying sequence. Before starting the
sequence, you need to add the channels to the sequence list. Right click on
the channel and select <Add to Sequence> to add, or <Remove from
Sequence> to remove. Note that when the channel is added to the sequence,
a capital “S” will be displayed as shown in the figure below.

= @ [01] New Site »
emtarns
@ ChZ

=1Ch2 5
@ chd  Add o Sequence

= Cha
@ Ch10

After the channels are added to the sequence, click on - and choose

<Sequence> to setup the sequence. Under the <Sequence Setup> option,
you can setup the dwell time (1 to 120 seconds), and split mode (2*2, 3*3, 4*4,
or 5*5). <Sequence Order> lists the channels that have been added to the list
in order. Click <OK> to save the settings.

Settings E]

Groups] File path ] Event ] CMS User  SequUence ]Login Setting] Network] Log ]

—Sequence Setup - 1 I~ Sequence Crder

Sequence Duwell isec) MO J SITE CAMERA
j1
Split Mode :

|22 =

[ Clear Sequence List ]

Expart J Import ‘ [0].4 | Cancel ‘

Click <Clear Sequence List> to empty the list. A message window will be
shown for confirmation.

! E Want to clear sequence list?

WO
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6.7 Login Setting

The user can edit options regarding login settings in this section.
Administrator username and password is required to edit the setting.

Settings [§
Groups | File path | Event | cMS User | Sequence  Login Setting ]Network] Log |
Settings
r P
1 User Name : |adm|n
Password |****
Werify |
.
2 flv Start CMS when I start Windows:
W Auto Login
v Auto retrieve Live image Wheh Logi

Export | Impart J o] 4 | Cancel |

As shown in the above picture, the box marked “1” is where the user can
enter a set of username and password to be used for auto login. The “Verify”
button can help the user to check if the username and password are correct.
The following messages boxes will show to inform the result of verification.

Correct Wrong

CMS Xl cMS Ed

\ia) Correct Username and Password \i‘) Wrong Username and Password
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The box marked “2” contains the options regarding automatic actions.
Clicking the first option “Start CMS when | start Windows” to request the
computer to open CMS in the mean time when the system startup. Note that
the other two options “Auto Login” and “Auto retrieve Live image When Login”
will be checked at the same time. Nonetheless, it is still the user’s choice to
determine the favorite setting.

The following message will be shown when the CMS is auto opening after the
system started up. Click “Cancel”’ can terminate opening the CMS.

CMS Auto Open

Load CMS....

Click the second option “Auto Login” to automatically login when the CMS
starts. Remember to enter and verify username and password in box 1.

Click the third option “Auto retrieve Live image When Login” to automatically
connect to the sites in the start group when the CMS starts. Detection of
internet connection will be performed before hand and the following message
will be displayed. Click <Stop> to terminate the detection and AutoLive will not

be initiated.

Detect Internet connect state before Autolive
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6.8

Network Setting

The CMS provides the option of connection via proxy server for DynaColor
DVRs and Video Servers (D7521). Click <Network> tab and the setting items
are shown as the following.

Groups] File path ] Event ] CMS User ] Sequence ] Login Setting  Metwork lLog ]

Prosy Server

W Use a proxy server for your CMS connection,

Lddress: 192 .18 . 6 . 10 Part: 555

Prosy Authentication

Usetriame : user
Passward | |****|
v Bypass prosy for local address
Expart | Import | [0].4 | Cancel |

If you wish to create the connection via a proxy server, check the box “Use a
proxy server for your CMS connection.” Then enter the IP address and port of
the proxy server. Enter username and password if authentication is required.

Q NOTE: The CMS supports the most common authentication keys
“Digest” and “Basic”. The authentication will be automatically detected
and performed.

Check the box “Bypass proxy for local address” to disable connection via the
proxy server for local LAN network.

The <Advance> button allows the user to

ed|t an exception ||St Where addreSSGS in Do not use proxy server For addresses beginning with:

the list will not be connected via the proxy | ro e ammon
server. The addresses can be subnets.
Refer to the picture on the right for an

example of the exception list. e

Cancel |

Q NOTE: All functions of the proxy server are tested with the most
common “Squid Proxy Server’. Some other proxy servers may not
work properly.
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6.9 Log Data

The step by step operation of the CMS will be recorded by the CMS log
function. Refer to the following picture for data kept in the log file.

Settings I
Groups ] File path 1 Event ] M5 Lser ] Sequence ] Login Setting ] Metwork  Lod ]
1~ Log File
Time ] User ] Action
Z008/03131 15:35:26  admin Login
2008103131 15:41:33  admin Logout
Z008/05023 14:00:38  admin Login
25 | B8
)
Expart J Import | OF, | Cancel |

The list will display 1,000 items with latest ones shown at the bottom. The list
can store up to 10,000 items in circulation, which means the oldest ones will
be deleted when the number of items exceeds 10,000.

Save button:
Click this button to save the log file to a desired destination.

Previous button:
Click this button to show previous 1,000 items.

Next button:
Click this button to show next 1,000 items.
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6.10 Export or Import Settings

The export/import function provides users the option to backup the settings as
needed.

Groups ]File path ] Event ] M35 Lser ] Sequence ] Login Setting] Network] Log ]

[ Groups 1 Site Setting
'%l%’.|@|@| J,|E|1‘ Site ¢ INewSite
=@ Groups P [192 168 . 7 161 [ pms
=2 [01] New Group
@& [01] New Site Port ; [eo
Username | |ac|min
Password ! |****
" DYR {+ IP Camera
Model: | LJ
Stream Type: J J
Search
r Export: ] (_ Imnport ] ’Tl Cancel |

To export the configuration, click <Export> and select a directory to save the
*.zip file.

To import a previous saved configuration, click <Import> and find the *.zip file
that was previously saved.

& NOTE: After a setting is imported and saved, the imported setting will
be loaded immediately and the CMS will reconnect to the sites in the
live group..
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7.

7.1

Operation of the CMS

There can be at most 4 CMS instances opened simultaneously. If the PC is
connected to more than one monitor, for example 4, then the PC can open up
to 4 CMS instances at the same time on the 4 monitors respectively. However
the processor and RAM of the PC will limit the number of CMS instances as
well. Note that all monitors have to be set to the same resolution.

CMS multiple instances limitation according to the PC:

Dual Core or RAM = 512MB Open 1 CMS
Hyper-Threading RAM = 1GB Open up to 2 CMS
RAM = 1.5GB Open up to 3 CMS
RAM = 2GB Open up to 4 CMS
Single Core and RAM = 512MB Open 1 CMS
Frequency > 2.0GHz RAM = 1GB Open up to 2 CMS
RAM = 1.5GB Open up to 3 CMS
RAM = 2GB Open up to 4 CMS
Single Core and RAM = 512MB Open 1 CMS
Frequency < 2.0GHz

& NOTE: It is recommended to keep the connected channels within 512
channels if multiple CMS instances are opened.

View Live Image / Assign Camera

The user can view live video or connect to the connected DVR using the live

button. Click on the - button to see the live view.

To connect/reconnect/disconnect the sites

If the connection between the CMS and the
connected DVR has been interrupted, you can :g{‘fﬁ}i
reconnect to it by right clicking on the Site, and  |* ®1051¢ LR:";M X
select <ReConnect> from the pull-down menu. Configuration
You can also disconnect certain sites by selecting f}‘;‘iﬂﬁ”‘h ,
<DisConnect> from the pull-down menu. Camera Sefting

The CMS will automatically reconnect failed connection under the following
circumstances.
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A. When the CMS starts to connect to the sites, it will create a log for
connection results. For those connections that failed at first attempt
AND satisfied either one of the following constrains will be placed under
reconnect list.

1. IP address has been specified.

2. The result is not due to lack of authority.

3. The result does not match the following: Channel Full, Admin Full, or
Site full.

B. If the setting of an IP camera was changed and caused the IP camera
to reboot, the connection between the CMS and the IP camera will be
disconnected. That means no image will be transferred into the CMS.

The CMS will attempt to reconnect the failed connections described above in
every 7 minutes.

& NOTE: The user is not allowed to close the CMS if it is currently trying
to connect to some sites. An error message will be displayed as below.

1} ChS is still connecting to some sites. Flease try again later.
L]

To assign a channel/site to certain window(s)
The CMS allows you to assign any channel/site in the site tree to any grid of
the CMS main window.

Step 1: Click and hold the channel/site you want.
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Step 2: Drag and drop it onto the window that you want to assign in.

Right click on any channel and select <Re-sort> to rearrange camera images
of connected sites in order, up to 512 channels.

Snapshot

Remoine
Image Adjustment

Sound Netfication(Om0ff)
Camera [nfo,

Alternatively, you can also remove any —
Enapshet

channel by right clicking on the grid and
select <Remove>. Or you can select any
grid and press <Delete> on the keyboard to
remove the channel. Note that clicking .
<Re-sort> will restore the removed lr‘f
channels, or you can add the channels [T=SES
back to any grid via drag and drop. '} e

Eound Notification (CnfOf)
Camen Info.

& NOTE: These functions will not be accessible in sequence mode.

NOTE: The layout arrangement can be individually memorized for
& each connect group. Also, the CMS will keep the layout arrangement
when it’'s closed and restore the same layout when it's opened again.
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7.2

Camera Setting / Camera Info.

Configure Camera Setting:

Camera setting can be configured by right :[02]3 ReConnect
clicking on a site and select <Camera Setting>. |« @ [03] 11  DisConnect
# @ [4]n .
- *IDS] A Live
Camera viewing setting enables the user to set Record g
. . Configuration
the display of Site Name, Channel Name, or Event Search
Time on the top-left corner of the image. Playback »
Camera Settin

Camera sound notification enables preset sound file to be played when an

alert event occurs. It can be set via Site Base or Channel Base:

Setting via Channel Base:
Select <Channel Base> from the

menu and click <Load> to select a
sound file. Then click <OK> to save
the setting. Next right click on a
channel grid to apply the sound
setting by  selecting <Sound
Notification(On/Off)> from the
pull-down menu. Note a message
window will arise if sound file is not
selected yet.

Quick Hot Key:

Click a channel grid and press the
following keys:

e Ctrl + n: Sound Notification ON

e Citrl + f: Sound Notification OFF

Camera Setting @

Yiew Setting

v Show Site Mame

v Show Channel Mame
W Shaw Time

Sound Mokification

|Channe| Base ﬂ

-
-

Filename |dive.wav Load

Zancel |

Fesort

Femove

Sound H-:u1:h<ati0|1l;i:ln.”:lff1 -

Camera Info.

NOTE: The sound files selected will be saved in CMS folder

\Setting\SoundNotification\.

Q NOTE: On the top-left of the grid will show [S] to indicate sound

notification is turned on.
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Setting via Site Base:

Select <Site Base> from the menu
option <Sound
Notification enabled for All Channel>

and check the

and/or <Same sound for all sites> as
needed. Click <Load> to select a
sound file. Then click <OK> to save
the setting. The sites have the option
<Same sound for all sites> checked
will play the same sound, and the
latest set sound will be played.

Quick Hot Key:

Camera Setting
view Setting
I Show Sike Name
v Show Channel Name

v Show Time

Sound Notification

|Site Base

[~

X

[v Sound Maotification enabled For All Channel

v Same sound for all sites

Filename |dive.wav

o]

Load

Cancel |

1. Click a channel grid and press the following keys:
® Ctrl + Alt + n: Sound Notification ON for all sites
® Ctrl + Alt + f: Sound Notification OFF for all sites

2. Click a site in the Site Tree and press the following keys:
® Ctrl + Alt + n: Sound Notification ON for the selected sites

® Ctrl + Alt + f: Sound Notification OFF for the selected sites

View Camera Info:

The Camera Info can be viewed both in CMS and CMS Player. Right click on
any channel grid and select <Camera Info.> from the pull-down menu to view
the information. Refer to the following for examples:

Camera Info of CMS

Site hame ; AXIS

Channe] Marme : AXIS_CHL

IP: 192.168.6.11
Frame Rate : 15

Video Size : 704 x 288
Format : MPEG4

Device : IF Cam

Model : Fuis 200 Series
Stream Type : RTP_ONER_RTSP

Camera Info of CMS Player

Device :
Frare Rate :
Video Size :

Format :

DR

1

720 % 240

MPEiz4

Camera Info. @
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7.3

Display Modes

The available display modes are single channel, 2*2, 3*3, 4*4, 5*5, 66, 7*7,
and 8*8. To view in single channel, double click it in the site tree or on the grid.

To view in multiple-window mode,

: . . 3x3 | | 4x —

right click on the desired icon and a § -
. . . 1 — | Select from page number

menu will be display as on the right. -

- 36 L49

The selections are described as the [

following.

Select from preview dialoqg:
Choose this option and the picture as below will be shown. When the mouse

pointed to any item, the preview display will be shown on the right. Double

-

click on any item to display it on the viewing area.
ACh-CH L 3
20064 155555

= @ [01]4ch -
& Chl
[ ] _f|:

Select from page number:

Choose this option and the picture as on the right will jgss
be shown. Select any page number to display the
chosen page on the viewing area. Since the
maximum channel connection is 512ch, the choices }
of page number for 2*2 will be from 1 to 128. A
control icon <X> is provided to exit without selection.
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7.4

Zoom In/Out Control via Mouse

Both in CMS and CMS Player, zoom in/out can be easily control via mouse
scroll wheel. Either in CMS or CMS Player, click on any grid that you wish to
zoom in viewing area. Move the scroll wheel away from you to zoom in and
the screen will show like the following picture.

On the upper left-hand corner will show zoom-in multiple. The maximum
multiple is X7. Also on the lower right-hand corner will show the position of
current viewing area, shown as an inner white rectangle, comparing with the
original screen, shown as an outer rectangle frame.

In addition, the viewing area can be dragged and moved by left clicking and
holding the mouse while moving. On a zoomed-in screen, the mouse pointer

will change to and when the mouse is clicked the pointer will become m

to indicate that the image is dragged.

Q NOTE: This function will use up a lot of CPU resources. It is
recommended not to open too many programs at the same time to
avoid crash of CPU.
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7.5

Sequence Display

To start displaying the sequence list, click on to start the sequence. The

color of the icon will change to red (.) when the sequence mode starts. The

display mode will be what was set in sequence setup (2*2, 3*3, 4*4 or 5*5).

Another way to start displaying the sequence list is by right clicking on the
sequence icon and a list will be displayed as shown below. Move the mouse
to any item and the preview window will be displayed on the right. This list
gives choices to the user to begin displaying the sequence from any item.
Double click on the desired item to start sequence mode.

After the sequence is started, you can still change the split mode by clicking
on the display mode icons for 2*2, 3*3, 4*4 or 5*5. However, the starting split
mode set in <Sequence> will remain the same. Note that icons for 6*6, 7*7 or
8*8 will not be accessible because they are not allowed to be shown in
sequence mode.

The following functions are disabled in sequence mode:
1. Right click to see channel menu

2. Zoom In/Out

3. Drag and drop channels or sites to the display grids
4. Remove any channel grids on the display windows

Q NOTE: If you enabled the <Event Full Screen> and an event is
triggered while running the sequence, the CMS will display event full
screen. The sequence will not resume until event full screen ends.

Click on . or - to exit the sequence mode
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7.6

Adjust the Image

The image can be adjusted in the CMS and the CMS player. Double click on a
channel, then right click on it. Select <lImage Adjustment> from the pull-down
menu, and the image adjustment window will be displayed. You can change
the brightness, saturation, hue, and contrast of the channel.

Q NOTE: You cannot adjust the image before enlarging the channel to fit
the window. Refer to the following for correct and incorrect examples.

Incorrect Correct

Brightreis |

Saturstion |

Click the <Default> button to reset the value to the original preset.

Q NOTE: The <Image Adjustment> function has no effect on the
recorded video. Whatever changes made to the <Image Adjustment>
will not be applied to the recorded video.
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7.7

Playback Recorded Video

This function allows the CMS user to retrieve and play videos stored in the

connected DVR. Click on - button, the figure below will be displayed.

<Valid Time> indicates that the connected DVR starts recording from a certain
period of time and ends at a certain period of time.

‘alid kime

Site: [01] DR (192.168,7.161)

Start: 2000001716 08:29:41, End: 2008/05/23 17:08:25

i~ Selected time
Start Time: End Time:

|M01;16 j | : _J

|DS:29:41 = | —

| ﬁ

Function

(* Playback " archive

(a4 | Cancel

To playback the video stored in HDD of the connected DVR
To play the video stored in the connected DVR, please follow these steps.

Step 1: To play the recorded video from the connected DVR, click
<Playback>.

Function

% Playback " archive

Step 2: Specify the starting time that you want to playback by setting the
<Selected time> or by moving the arrow to the left (backward) or to
the right (forward), and click <OK> to play the video.

Selected time
Start Time: End Time:

|2003m?123 ﬂ | J

|21:49:38 - | —

Iiﬁ
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The other way to playback video is to right click on the site and select
<Playback> - <Remote Playback> from the pull-down menu.

P T
' EeConnect
DisConnect

Live
@ |  Record »
Configuration

Event Search

Flavback Local plavback

Camera Setting Eemote playback
NI — =y

To save the *.drv files to your local computer
To save the video to the local computer, please follow these steps.

Step 1: If you want to save the *.drv files to the local PC, click <Archive>.

Function

" Playback @ Wrchive set start

Step 2: Specify the Start Time (<Set start>) and End Time (<Set end>) and
click <OK> to save the DRV file to your designated archive path. (The
default archive path is “C:\Program Files\CMS\Archive”)

Step 3: After the user click <OK>, the CMS will play the archived playback.
Close the <Archive> window to exit.

Archive SITE[1] EoX

TO : 2007712415 16: 14:20
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To playback video stored in the HDD of local computer

There are two ways to playback the videos stored in the local computer. Note
that this is for playing videos that have already been saved to the local
computer.

- = Qm

Click on , or right click on RkeConnect
DisConnect

the site and select <Playback> »> Live

<Local Playback>. . @ Record
Configuration

Ewent Search

Playback >

Camera Setling Remote playback

EiS — G

After selection, the CMS Player will be displayed. The CMS Player, which is a

compact version of the standard DVR Player, is shown as the figure below.
CMS_Player

FILE F ERCOMTROL SYSTEMFETTING WIEW ABDUT

Scroll down the <FILE> menu and select <OPEN -
= CHMS_Player

jginl PLAYER CONTROL
OPEN VIDEO FILE

VIDEO FILE>, or click on . to open the video

file.
EXIT

Q NOTE: The CMS Player can only be opened within the CMS program. If
you try to open the CMSPlayer.exe, an error message will pop up.
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To convert *.drv files to *.avi files
Scroll down the <FILE> menu and select <OPEN VIDEO FILE>, or click on

., and the “Select a folder” window will be displayed. On the top center of

this window, click <Convert To AVI> and a “Convert List” will be shown.
Double click the file you wish to convert and it will be added to the list. The
other way to add files to the list is to right click on the file and select <Add To
List> or <Add All To List>.

% Select a folder

Foldes View[Double Click to Chosse] WY File Infomation[oubbe Click to add the DAY file b0 comeort Bst)
iﬂﬂ. ) E] Py DAV File Mow Choose:
[ Comven o ] Exrogram FcsiCHSTRe
[= S Progiam Fies s Ccemerom] [CProarem FRcaicMEAczord
i AboutTime
3 activePDF DFY Flte Name | Start Time L End Time_
—1 Adobe CWED_Res Grospll _Shell_20.. 200771210 020344 Z00TN 218 0055
- Ahpad CHMEN_Ree_Grompll_Sae0l_20.. ZIOTIEN T VE2ES0 ZN0TN2NT VLS
—1 AFEFPR CWSN_Aec_Growpll_Saell_20.. 200771200 620704 Z00TN 218 DE0TE
1 Astnnsoit CMEDN_Ree_Groepll _Skedl_20.. 2I0RMEMA 131356 ZN0EM1 04 13:04:
i CCleamer CMEN Aec_Gim |
e ilmir;hhrr CHENT_Rec Grospll_Skell 20
5 CHEDNT_Rec Grospll _Skell 20 2008401 15:52:35
CMED_Rec Growpll_Skedl 20, —— 4 000401 1681 4:25
ey CMET Rec - T
.t CMEN_Rrec
= Log CMEN R
2 Fecond = r—
-1 Sefting [T |
=i Beming? i S0 R Group®_Sheld 2007121500050
i Semingd - MY Pme_Gareapd _Saben] _SO0RTT38 024, v
= Teftingd
i SkinChange
= Bnapihst
5P
= Common Files
1 ComiPlus Applications
=l Corel : [
—I Corp k ] !
o EAusE
= Faxit Salware
3 e b
L L 4 ¥

& NOTE: The list can contain files from different folders.

If you wish to remove any file from the conversion list, right click on the file
and select <Remove> or <Remove All> to delete files from the list. Click
<Convert> to start conversion of files on the list.

Conversion List

N | DRV Fim Nama |
@ 01 _200712191005.drv

Staus |
I
| Femaove I
Femowe All
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A small window will be displayed as below to show the progress of conversion.
If you wish to terminate the conversion, click <STOP> to abort.

Converting file No. 2 E

If the conversion is aborted, the status column will show “Break Off’ for the
specific file aborted. If the file failed to be converted, the status column will
show “Fail”.

Conversion List

—
MU | DRV Fils Mame | Status |

1 CME01_Prec_GroupDl_Ske0]_2007 12191005, drv Done

2 CHS01_Roec_Groupl _Skel] 200800310924, drv Break Off

If the conversion is completed, the message as below will be displayed. The
converted files will be stored under folder: “C:\Program Files\CMS\Avi”.

CLFX_Player_UI X

3 Conversion Completed

oKk |

For more information about other CMS Player operations, please refer to the
Appendix A.
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7.8 Configure the OSD Menu of the Connected Site

The OSD menu of the connected site contains a list of items that are used to
configure the connected site.

Right click on the Site and select <Configuration> to open the OSD menu.

S Y (01] 4ckd ~ I il

= Ch] EeConnect
@ Che  DisConnect

@ Ch:
= Chi  Live

- [02] 8¢ b
= Ch] Eecord

= Ch Confienration

@ Ch:  Event Search

= Chd  playback ’
@ Cht
@ Che

Camera Setting

Ty

The OSD menus for DVR, IP camera, and Video Server are different from
each other. Refer to the following for examples.

OSD Menu of a DVR
The Menu function is similar to the DVRRemote Software. Please refer to the
DVR User’s Manual for detail instruction.

Config Menu-DVR-SITE[1]

= Syslem Setup
Version
Language Hardwrare [11-41-a5
DatefTime
Unit Narme Software poaz-0072-0330-0072
¥ Metwork Setup
ES485 Setup
Andio Cutput/Fer
¥ Camera Setup
+ Record Setup
+ Event Sstup
Dratabasze Setup

Mods Narme |Mude|
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OSD Menu of a IP Camera

Please refer to the IP Camera User’s Manual for detail instruction.

Config Menu-IPCam-SITE[4]
= System
Host Name
Sync With PC Tin
Usge Manual Time
¥ Security
Network
DDNS
Mail
FTF
Streaming
Camera
Application
Maotion Detection
View log file
View user info
Factory default
Feboot
Eoftware version

Hast Name

+ 4+ o+ *

[MegePiceiCamers

Cancel

OSD Menu of a Video Server

Please refer to the Video Server User’s Manual for detail instruction.

Config Menn-Yideo Server-SI1TE[1]

Admin Setap

- T Setup
Svncholmed With PC
Mzl Setap

- Network Setup
Ethernet
PFFoE

- Video Setup

Backup Configuration

Restore Configuration

Reset to Factory Defauk

Email Hobice
Alarm Input
Alarm Chfpd

Upgrade
Feboot
Shad own

Reshore
RESET

Cancel

A
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7.9

Search for Event Videos
The CMS is capable of searching, |- @

playing back, and archiving the @ Chl
event videos. = Ch’f
@ Ch
@x Ché
Right click on the Site and select |- @ [02] &
<Event Search> and the <Event @ Chl
Search> window will be displayed. & Che
& Ch:
& Ché
@ Ch
@ Che

e A e

A A+
EeConnect
DisConnect

Live
Record »
Configuration

Playback »
Camera Sefting

You can search the event list of the connected DVR

To play the event video

. If you have installed the
POS module, you can either search by event or text.

Select “Play Event” and double click on any item to view the playback of the

event.

Event Search-SITE[1]

Search By Event I‘Seal:h By Text ‘

2007/12J17 12:26:58

1

|3 38 2]
4 2007[12/17 12:26:58 M
5 M
5 M

2007/12/18 03:44:49

[ twpe [ channel|
M 12

* Play Event Double click to play event.
" Archive Event

Previous Next

Search By Event Sea'diﬂyText‘

NOl DatefTime | Exception | Channel

 Play Event Double click to play event,

Previous Mext

Event Search-SITE[] 3]

I Search by Text
Ttem ,—
Ttem ,7

I~ Search by Numerals
Yalue
Value(Upper limit) |—

I Search by Date/Time

Start: Time v

End Time —';|
Ii_

1™ Search by Channel

Camera I—;l
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To archive the event video
Select “Archive Event” and press the “Ctrl” key to select multiple event
videos to be archived. The maximum items can be selected is 1,000, which

is the capacity of the list.

Event Search-SITE[1] [X| Bl Event Archive SITE[1] £
[no | Date/Time | type [ channel |
1 200712117 12:11:20 M 12
B 2007/12/17 12:20:57 M 12
3 2007/1217 12:22:38 [ 16 NO | DatefTime | Type [ Chan..| status
4 2007/12{17 12:26:58 M 16 2 2007{12{17 12:20:57 M 12 Archive
5 2007/12{17 12:26:55 M 12 4 20071217 12:26:58 M 16 Wait
B 2007/12{18 03:44:49 M 12 & 2007/12/1803:44:49 M 12 Wait

" Play Eyenk
{+_Archive Event Press Cer ko multi select, >
e

Click on “Start Archive” and an “Event Archive” window will pop up. The
progress bar shows current downloading position. The status column shows
the event is under “Archive”, “Wait”, or “Done” condition.

& NOTE: The event archive or normal video archive for different sites can
be performed simultaneously.
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7.10

Take a Snapshot

The - is a simple screen capture tool. When you click on the - button,

it will capture the screenshot of the window that you are currently viewing.
You can save the screenshots to the default path
“C:\ProgramFiles\CMS\Snapshot” or the folder that you have previously set in
the file path. Please refer to <Setup the File Path> for more information about
changing the file paths.

There are 2 ways to take the snapshot. One is to click on <SNAPSHOT>, and
the snapshot window will be displayed. Select <OK> to save the file.

The other way is to right click on the window, and select <Snapshot>. Note
that it will only capture the image of the selected channel . The file will be
saved without displaying the image.

NOTE: The default image format is *.jpg. If you have selected more
than one file types and took the snapshot, you will get more than one

files of the same snapshot image.

Please go to <Settings> to setup the snapshot file type.

Scttings 3
Groups  File path ]Evant ] CMS User ] Sequence ] Login Setting ] Netwnrk] Log I
Path 1 Circular
Snapshaot path:
}C:lProgram Files\CMSiSnapshot Erowse Enable: ON i ]
Record path: WL By size j‘
]C:lProgram Files\CM3\Record Browse Thrashold: 1000 g
Archive path:
XC:lProgram Files\CMS\archive Browse
- Snapshot type
[~ Bmp ¥ Ipg I aif I T
Export Import Cancel
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7.11

2-Way Audio Talk

2-way audio talk function enables the user to communicate with the camera
side. Currently the only supported camera types are MegaPixel IPCam and
Video Server.

Right click on the channel and
select <Talk(On/Off)> from the
pull-down menu.

If the talk function is successfully
turned on, “Talk” will shown on
button left of image. The user can
speak through the microphone
now to communicate with the

camera side.

Currently supported 2-way audio types are:

Camera Type Audio Type
Video Server PCM audio type
MegaPixel IPCam ALaw and uLaw audio type

Q NOTE: MegaPixel HTTP Stream Protocol and all other audio types
currently do not support 2-way audio.

Q NOTE: The communication mode is one to one. Broadcasting function
currently is not available.
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7.12

Instant Record Function

While the videos are usually recorded to the connected DVR, the user can
choose to instantly record live and playback video clips to the local computer

as an option.

Right click on the Site and select <Start
Record> to start recording, and <Stop

Record> to stop recording.

EXYio) o mmm—— T
& Ch EeConne:
= Chi F el
& Ch
@ Ch
= @ [02]) % Start Recording

: :_-:: Slop Recordin
@ Ch  Event Search
& Ch  Flayback ¥

= Ch! &
L_I Cameta Sefting
= Che,  —

When the channels are being recorded, the title of the channels will show a
capital letter “R” (I@l) at the end. The recorded files will be saved to the
default folder “C:\Program Files\CMS\Record”.

Q NOTE: If the connection to the recording site is disturbed then reconnected,
the recording will be terminated without resumption.
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7.13

Dome Setting / Dome Control

The users can also set/control the dome camera in the CMS. Right click on
the channel where a dome camera is properly installed. Refer to the following
picture to see how they look like.

Dome Setiing Snapshot SITE[2]CH[12]

Dome ID: |2 HvJ oK | . B E @
S fone <] Concel - § © Dome Setting B FocTs E

Re-sort

Remove E ZOOM E
N
[« ¥ [

—

Dome Setting:

Select <Dome Setting> to setup the Dome ID or Dome Protocol. Note that
dome protocol changed at this interface is only temporary. To permanently
change dome protocol, please modify it in the configuration.

Dome Control:
The function of each button on the <Dome Control> panel is described below.

A.F. (Auto Focus)
Click on & to focus the camera automatically.

Set/Go Preset Point
Click on M to set a present point, and E to go to the preset point.

D

Click on a to setup the Dome ID/Protocol. This function resembles to the
<Dome Setting>.

Focus
This is used to manually focus on the objects. Click on the +/— icons to

adjust the focus.

Iris
This is used to setup the iris. Click on the + icon let in more light, or the —
icon to reduce the light.
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Zoom

This is used to zoom in/ out to the object. Click on the +/— icons to adjust. It
can also be adjusted by the scroll wheel of the mouse. Scroll toward you to
zoom out and away from you to zoom in up to 7 times the original size.

Direction Keys
These keys are used to pan and/or tilt the dome camera.

Speed Slider Bar
The slider bar is used to adjust the speed of the pan/tilt movement. 0 is the
slowest and 100 is the fastest.

Mouse Control

If the mouse is moved to the top/ bottom/ left/
right edge of the screen, a red triangle as in
the picture on the right will show up. At this
time left clicking the mouse can move the
screen toward the direction where the red
triangle points to. Zoom In/ Out using the scroll
wheel of the mouse.

Q NOTE: The <Dome Control> panel is different if the dome camera is
connected through a Video Server. Refer to the following figures for
detail information.

There is an extra button, SITE[TICHI] ® SITETICH( ] X
the OSD Menu, as circled EEDEE
on the right. Click on it to 1] .

E IRis E
display the OSD :
isplay the menu E = @
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7.14

Schedule Record Function

The user can schedule specific time to record the videos to the local computer.

The Schedule Record window will be displayed by clicking on - icon on
the top of the CMS main window.

The current setting site will be shown on the top of the Schedule Record

window.
[o@mies | SheduleRecord Setting
& Chi Schedule Record Function
: E:i RECORD BY SITE] —d =T |
=
: : EE?} & Mon Tue Wed Thu Fri Sat Sun b
l-i [04] nDHOE0 00:00~00:30
=R IR 00:30-01.00
01:00~01:30
01:30~02:00
02:00~02:30
02:30~03:00
03:00~03:30
03:30~04:00
04:00~04:30
04:30~05:00
05:00~05:30
05:30~06:00
06:00~06:30
06:30~07:00
07:00~07:30
07:30~08:00
03:00-~08:30
08:30~06:00
09:00~09:30 L]
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
I 12:30~13:00
’W‘ 13:00~13:30
13:30~14:00
e 14:00~14:30
14:30~15:00 3
-OK Cancel
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The scroll-down menu circled below shows the recording options.
Schedule Record X

(=@ e+ | Schedule Record Setting

= cht Schedule Record Function

= ch2 Site[1]

&= Ch3

=)
= [02] 216
@ (03] 94
)i [04] nDHOE0 00:00~00:30
2k Jlolut 00:30-01:00
01:00~01:30
01:30~02:00
02:00~02:30
02:30~03:00
03:00-~03:30
03:30~04:00
04:00~04:30
04:30~05:00
05:00~05:30
05:30~06:00
06:00~06:30
06:30~07:00
07:00~07:30
07:30~08:00
08:00~08:30
08:30~09:00
09:00~09:20 0
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
13:00~13:30
2008 sizz =

13:30~14:00

14:00~14:30
14:30~15:00

RECORD BV SITE [seLeCT ceLL B3|

T —

[SCHEDULE OHLY.
I VENT ORLY

Holiday Setup

Add

<OFF>: To turn off the schedule record function.
<Schedule with Event>: To record both the normal and event videos within
the scheduled time frame.
<Schedule Only>: To record only the normal videos within the scheduled time
frame.
<Event Only>: To record only the event videos within the scheduled time
frame.
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The scroll-down menu circled below shows the schedule options.

Schedule Record X

(= @mies  ScheduleRecord Setting
@ Chi Schedule Record Function

2 E: Site[1] RECORD EV SITE I_EFF _vJ
= e
=@ [02]216
- [03] 94
/i [04] nDHOE0 00:00~00:30
s e 00:30~01:00
01:00~01:30
01:30~02:00
02:00~02:30
02:30-03:00
03:00~03:30
03:30~04:00
04:00~04:30
04:30~05:00
05:00~05:30
05:30~06:00
06:00~06:30
06:30~07:00
O7:00~07:30
077:30~08:00
08:00~08:30
08:30~09:00
09:00~09:30 N
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
’W‘ 13:00~13:30
13:30~14:00
14:00~14:30
14:30~15:00 v

SELECT CELL
CLEAR CELL
SELECT ALL CELL |

CLEAR ALL CELL

Holiday Setup

Add

<Select Cell>: To manually select cell from the table.
<Clear Cell>: To manually clear cell from the table.
<Select All Cell>: To select all cells from the table.
<Clear All Cell>: to clear all cells from the table.
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Here is a step by step explanation on how to set the schedule record for your

CMS.

Step 1: Select a site or a channel from the box on the left by a single click.
When a site is selected, the same setting of schedule record will be
applied to all channels. Click on a channel to set unique schedule

=

&= Ch3

= e
=@ [02]216
B (03]
@ [04] nDHOED
- [05]DH70Le

Holiday Setup

record for the particular channel. In this example, we will choose to

set a site. Select a site in box 1, and set the recording option to
<Schedule with Event> in box 2.

Schedule Record

—
= @ 01164 Schedule Record Setting
=

00:00~00:30
00:30~01:00
01:00~01:30
01:30~02:00
02:00~02:30
02:30-03:00
03:00~03:30
03:30~04:00
04:00~04:30
04:30~05:00
05:00~05:30
05:30~06:00
06:00~06:30
06:30~07:00
07:00~07:30
07:30~08:00
08:00~08:30
08:30~06:00
09:00-~09:30
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
13:00~12:30

2008/ 5/22 -
13:30~14:00

Add

14:00~14:30
14:30~15:00

Schedule Record Function
Site[1] RECORD EV SITE Z [ECRECOEE WiTHEVENT ] ([ |SELECT CELL =
v
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Step 2:

Step 3:

Assuming that we want to set the CMS to record the site from 1am to
5am on Tuesday and Wednesday. Click on 1:00~1:30 of Tuesday
and drag to 4:30~5:00 of Wednesday; and the color of the cells will
be changed to green indicating that these cells are going to record
<Schedule with Event>.

Sehedule Record

=Y T

= ch

Schedule fecord Sething

‘Schedbuln Recond Fundtion
& e
=10

S = — o R =
e

= @ (0] 16 -
W @ (o
i [04] nirimd) 00:00-00:30
s bl 00:30-0100
01:00-01:30
01:30-02:00
02:00-02:30
02:30-0300
03:00-03:30
02:30-04:00
04:00-04:30
04:30-05:00
05:00-05:30
05:30-06:00
06:00-06:30
05:30-0700
OT00-07:30
O7:30-08:00
03:00-08:30
08:30-08:00
09:00-0%:30
09:30~10:00
10:00-10:30
10:30-11200
11:200~11:30
11:30-12:400
12:00-12:30
12:30-1300
13:00+13:30
13:30-1400
14:00-14:30
14:30~1500

A | )

After the time frames are selected, click <OK> to save and exit the
Schedule Record.

Schedule Record

~ @ pum
@t

Schedule Ancord Fuesbon
=3
(=101

@) pEowewE  |possmmsmm -] e =
o

o=
= @ (2] 216 iy
o a1
oy [04] im0
= @ [o5] tHe

Schedue Record Setting.

08:00-08:30
08:30-09:00
0%:00-09:30
09:30-10:00
10:00-10:30
10:30-11:00
1100~11:30
11:30-42:00
12500-12:30
12:30-13:00
1300~13:30
13:30-14:00
1400-14:30
14:30~15:00 -
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If you want to remove a time frame from the schedule, for instance, 2:30~3:00,
set the cell selection to <Clear Cell> in box 1. Click and drag 2:30~3:00 from
Tuesday to Wednesday. The blank cells indicate that they are not going to
record anything. Click on <OK> to save and exit the Schedule Record.

Schedule Record X

EE I Schedule Record Setting
g Schedule Record Function

= Site[1] RECORD BV SITE [ECRECUEwWITHEVENT | v m
@3
=1
= @ (03194 17
i@ [04] nDHOE0 00:00~00:30 |
- os] oot 00:30~01:00
01:00~01:30
01:30~02:00

\

|

|

N |

02:00~02:30 |
02:30~03:00 2 |
03:00~03:30 |
A [

1 1 |

|

|

|

|

03:30~04:00
04:00~04:30
04:30~05:00
05:00~05:30
05:30~06:00
06:00~06:30
06:30~07:00
07:00~07:30
07:30~08:00
08:00~08:30
08:30~06:00
09:00-~09:30 D |
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
’W‘ 13:00~12:30
13:30~14:00
14:00~14:30
14:30~15:00 el

Holiday Setup

Add
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If you want to set the schedule to record at all times, set the cell selection to
<Select All Cell> or click on the circled blank cell located on top left corner of
the table. If you want to reset the schedule of the site, set the cell selection to
<Clear All Cell> to do so. Click on <OK> to save and exit the Schedule
Record.

Schedule Record |

=@ [01]84 -~ schedule Record Setting

L@ Chl Schedule Record Function

@ che Site[1] RECCRD BV SITE [EcEDLEwWIHEENT ] v IISELECT ALL CELL ;|||
@ ch3

@ Chd

- [02] 216
@ (03] 94 -
1+ [04] nDHOBD Lolvie e vy

1+ @ [o5] DHroLe W
01:00~01:30

01:30~02:00

02:00~02:30

02:30-03:00 |

03:30-0400
04:00-04:30
CS0:0500 R

05:30~06:00

06:00~06:30 |
06:30~07:00
07:00~07:30
07:30~08:00
08:00~08:30
08:30~06:00
09:00-~09:30
09:30~10:00
10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
,m 13:00~12:30

13:30~14:00
14:00~14:30
14:30~15:00

~Holiday Setup

Add
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Another way to select or clear time frame is by click on the Day or Time tabs.
For example, when you click on <Tuesday> tab, the color of all Tuesday cells
will be changed indicating they are going to record normal and event videos.
When you click on 5:00~5:30 tab, color of all 5:00~5:30 from Monday to
Sunday will be changed. Click on <OK> to save and exit the Schedule
Record.

Schedule Record X

Schedule Record Setting

=@ (0184
L@ Chl
@ che
@3
o Che

- [02] 216

= @ [03]%4

1+ [04] nDHOBD

- [05]DH70Le

Schedule Record Function
( Site[1]

RECORD EV SITE [ECRECOLEWITHEVENT ] w | |SELECT CELL =
—

10:00~10:30
10:30~11:00
11:00~11:30
11:30~12:00
12:00~12:30
12:30~13:00
13:00~12:30
13:30~14:00
14:00~14:30
14:30~15:00

~Holiday Setup

2008/ 5/22 -

Add
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If you wish to setup a different schedule for a special holiday, simply select a
date from the pull-down menu of <Holiday Setup> and click on <Add>. On the
right of the <Schedule Record> window, you will see a new day cell as shown
in #3. Setup the schedule for that day, and the schedule record will only run
once for that special day.

Schedule Record X
=@ [01]e+ T Schedule Record Setting
& thi Schedule Record Function
o L RECoRD B SITE e R ) e T
= ha
& Che
+ B [02]216 g z i Il
+ @ 03] 3+ R
+- & [04] nDHOED
+ @ [05]DH701e
6 7
o1z 13 14 15 16 17
18 19 20 2 TZo 23 24
25 26 27 28 29 30 wEQe
: 2008/5/22
2008} 5/31 -
:
2 : ' =
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7.15 E-MAP Function

E-MAP is a function that allows the user to illustrate the positions of the

cameras on a self selected image. Click on . icon located on top of the

CMS main window to open E-MAP. Please follow the steps below to setup the
E-MAP.

Step 1: First load an image file by clicking <LOADIMAGE> as shown below.
E-MAP X
e A | =1 o= |

Q NOTE: The image shown in the window is the default picture.
It will only be available when default is installed.

Step 2: The figure below is the Load Image window to add or delete images,
and undo or confirm settings. Click on <Add> to add an image. Note
that E-MAP only supports *.bmp, *.jpg, and *.gif files.

Load Tmage(E-MAP) '

!

Index Erap ImageList

Delete

Undo

k.

ke |
o |
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Step 3: After the image is added, the filename of the image will be displayed
on the list. Index indicates the order, starting from “0”, of the files.
After the image is loaded, click <Ok> to confirm and save the setting.

Load Image(E-MAP) X

Index Emap ImageLisk

Delete

Undo
ok

=4
I=1
1 N N N N N O O

Step 4: Select the image file that was loaded to E-MAP from the scroll menu
circled below.

LOADIMAGE

+ -y [01] VideoServer
+- i [02] MegaPixelCarugg
+ - [03] MegaPixelCamera

lease Select Image:

thestore. jpg

Step 5: The chosen image will be displayed in the E-MAP main window. The
image of a grocery store is used in the following example. Drag and
drop a channel from the site tree to any desired position of the image.

LOADIMAGE HALF | FILL |

ORIGINAL | DOUBLE

= denServer ‘thestare‘]pg j
FiscH-
+ i [02] MegarizelCal
¥ @ [03] MegaPixelCamera 1
+ @ [04] MegaPixelCamera \ .
o

=
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Step 6: When the mouse pointer moves over a camera icon in the image, an
information dialog box will be displayed as below picture marked #1.

GROUP = [02] New Group
SITE = [01] VideaServer
Ch=VSCH-1
IP=192.168.7.251
PORT = 80

Double click on any camera will display the live preview image of the
camera. When a camera icon is clicked, the camera live preview
window will be highlighted if it's been displayed, as above picture
marked #2. Otherwise, the corresponding channel in the site tree will
be highlighted as shown in below picture.

E-MAF X

Q NOTE: The camera live preview window is limited up to three
instances at the same time.
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Step 7: Right click on the camera preview window to display the control menu
as shown below. The menu items includes: Snapshot, Talk(On/Off),
Dome Setting, Dome Control, Sound Noaotification(On/Off), and

Camera Info.
LOADIMAGE CORIGINAL | DOUBLE HALF FILL
= @ [01] videaServer |thestore.]pg j
= YSCH-1
=l @ [02] MegaPixelCamera
&= IP_chl
= ¥ [03] MegaPixelCamera
= IP_Cht
- @ [04] MegaPixelCamera G Camera Imaga
&= IP_Chi VideoServe-YSCH-1
20080521 11:12:49
Snapshot
Talk(Cn/Off)
Sound Motification(On/Of)
[ : Camera Info.
&Y
z
A T
— S

There are three different types of camera icons in E-MAP: dome camera,
fixed camera, and alert icons.

W™ Dome Camera icon.

= Fixed Camera icon.

(& Alert icon.
Dome camera icon will be displayed when the selected camera is a PTZ
(panttilt/zoom) dome camera. Fixed Camera icon will be displayed when the
selected camera is a fixed camera. Alert icon will be displayed when an alert
is triggered to the camera on the image. The alert icon will blink to attract
attention.
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You can adjust the display size of the image on E-MAP by clicking on the

buttons as circled below.

[ ] . —
e =] [ mm S ——

T : >

<Original>: To display the original size of the image.

<Double>: To double the size of current displayed image.

<Half>: To reduce current displayed image size by one half.

<Fill>: To adjust the image to fit display window (refer to figure on the right).

When the image is very large, or when you cannot see the entire image in the
display window on the right, click on a channel in the site tree and the E-MAP
will automatically move to the location of the selected channel.

E-MAP X
GE | ORIGINAL ‘ EEEEEE I HaLF ‘ FILL I aaaaa |
= @ [01] idesserver [thestore.jog |
& VSCH-L
=@ [02] MegaPixelCamera -
= IP_Cht 1
= [03] MegaPixelCamera
= EHE
= @ [04] MegaPixelCamera
& P_Ch
=
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7.16

Health Function

This is a function that verifies the HDD status of the DVR sites in current
connected group. The following figure is an example. The words “Retrieving
Info” will be shown at bottom while the information is being updated. Note that
since IP cameras do not have connected HDD, they will not be shown in the

chart.

Health Status (Refresh Rate = 5 min)

Site[01]

Site[02]

Sitef04]

Site[05]

Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 4R160L0 Internal 147GB Active 37
Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 4R160L0 Internal 147GB Active 36
Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 6Y0R0LO Internal TIGB Active 50
Device Name | Tnternal/External | Total Size | Active/NonActive | Temperature
Maxtor 7Y250P0 Internal 228CB Active 42

Retrieving Info ...

The information items shown in the chart are described as below:

Device Name

This item shows the model name of the HDD.

Internal/External

This item indicates whether the HDD is an internal or external device.

Total Size

This item indicates the total size of the HDD.

Active/Non Active

This item indicates whether the HDD is active or non-active.

Temperature

This item indicates the current temperature of the HDD in Celsius degree.
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7.17 Lock Function

The Lock function allows you to protect the CMS from unauthorized use when
you need to be away from the computer for a while. Closing the CMS is not
allowed and other functionality will be limited as described below.

CMS X
Click - and a confirmation message will &

be displayed as on the right. Click “Yes” to ﬂ SRR S

confirm.

o (M) ‘

After you clicked “Yes”, the icon will change [ijtjfe e 4 X

- - Please key in username and password to unlock.
from to showing that CMS s gmmm:

currently being locked. When you click password: |
unlock, the window as shown on the right will
be displayed for you to enter username and

Ok
password to unlock.
To unlock, the following are two scenarios:
Login Account | Unlock Account Note
1 | User - Login User The access authority will still
- Any Administrator be User’s limit.
2 | Administrator | - Login Administrator | If password is changed, use
new password to unlock.

When the CMS is locked, windows control will be as the following two types:

Type Example Windows Control
1 | Setting Setting, Schedule | The windows will be closed without
Record, Emap, saving changes. It is recommended to

Dome Control, etc | save settings before locking the CMS.

2 | Monitoring | Archive, Alert, etc. | It is not allowed to close the window
but just minimize it.

Q NOTE: If the CMS is forced to be closed while it's locked, the CMS
system will still be locked when it is started up again.

Q NOTE: If the password of the current login account is changed, use
the new password to unlock.
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Appendix A: The CMS Player

The CMS Player is a compact version of the standard DVR Player. When multiple CMS
instances are opened in multiple monitors, each CMS can launch 1 CMS Player. The main

window of the CMS Player is shown below with the name of the buttons.
Open Video File Snapshot Frame View Setting Full Screen

Site
Tree
Flay
Speed Down /
Step Backward Mode
Option

Speead Up /
Step Forward

Speed Indicator

Slider Bar

& NOTE: The CMS Player is capable of playing H.264 DVR format files.
The function of each button will be described in the following paragraphs.

Open Video File

= CMS_Player
PLAYER CONTR(I
{OFEN VIDEOD FILE]

Click on . to open the video file. The other way to open the

video file is by clicking on the File Menu Bar as shown on the right.
EXIT
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To open a file, you need to find the folder

containing *.DRV files from box 1. After the
folder is found, select <Play DRV File> of box
2. Lastly, double click on a file in box 3, and

the file will be played immediately. If you want

to convert the *.drv file to *.avi format, click on
<Convert To AVI> underneath box 2 instead,
and double click the file in box 3. For more
detail about converting DRV files to AVI files,
refer to section Playback Recorded Video. The default path is:
“C:\Program Files\CMS\Record”

NOTE: The recorded video of IP camera can only be played back by CMS player.
Some errors might occur if playing back with DVRPlayer.

Snapshot

= CMS_Player
IJIN PLAYEE COMNTROL RN

. PLAY
FAST FORWARD

FAST BACKWARD

| SNAPSHOT I

Click on - to take a snapshot of the screen. The other way to take

a snapshot is by clicking on the Player Control Menu Bar as shown on
the right.

When the snapshot window is opened,
you can choose to rename the filename or
leave it as it is. Click on <OK> to save the
snapshot or <CANCEL> to discard it.

The default path is:
“C:\ProgramFiles\CMS\Snapshot”
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Frame View Setting
The user can choose to show/hide the time and View Selting X

alert text on the video.

Click on the - icon, and the View Setting

window will be displayed. Check <ShowTime>, and
the time will be shown on the screen. Check
<Show Frame State>, and the alert text such as
motion, or video loss will be shown. Uncheck to

hide the information.

The other way to open this function is by clicking on CMS_Player
the System Setting Menu Bar as shown on the |FILE PLAYER CONTROL e

_ AUDIO(ON;’OFF)
right. VIEW SETTING
FILE PATH SETTING

Full Screen

CMS_Player
FILE PLAVER CONTROL SYSTEM SETTING BRI

v TOOLBAR
SiteTree
Mode Cption

Fill Screen

Click on . to change the view to full screen

mode. Two other ways to show full screen are
show on the right: by clicking on the View
Menu Bar or right click at any grid of the screen
and select <Full/Normal Screen>.

In full screen mode, the full screen icon will change to . Click

on it to return to normal screen. There are two other ways to return

to normal screen: press “Esc” button on the keyboard or right click

at any grid of the screen and select <Full/Normal Screen>.

About

Click on the About Menu Bar as shown below to view grnTEe ENEET; @
the information of the CMS Player version, as shown

on the right. CMS_Player Wersion 1.4.0 -

Copyright (C) 2003

CMS_Player
FILE PLAYER CONTROL SYSTEM SETTING WIEW

= = (] (s (v [ |
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Pause

= CMS_Player
IR FLAYEE CONTEOL BRSNS

. FAUSE
FAST FORWARD
FAST BACKWARD
SNAFSHOT

= CMS_Player
IR FLAYEE CONTEOL BRSNS

.

FAST FORWARD
FAST BACKWARD

Click on . to pause the video. The other way to pause the

video is by clicking on the Player Control Menu Bar as shown on
the right.

Play

Click on . to play the video. The other way to play the video is

by clicking on the Player Control Menu Bar as shown on the right.

SNAFSHOT

Fast Backward / Step Backward

= CMS_Player
IR FLAYEE CONTEOL BRSNS

. PLAY
FAST FORWARD

(FaST BACKWARD |

Click on . to play the video fast backward. The other way to

play the video fast backward is by clicking on the Player Control
Menu Bar as shown on the right.

SNAFSHOT

Q NOTE: When the playback of the video is paused, you can click on this button to
move one step backward.

Fast Forward / Step Forward

= CMS_Player
IR FLAYEE CONTEOL BRSNS

Click on . to play the video fast forward. The other way to

play the video fast forward is by clicking on the Player Control
Menu Bar as shown on the right.

. PLAY
FAST FORWARD

FAST BACKWARD
SNAFPSHOT

NOTE: When the playback of the video is paused, you can click on this button to
move one step forward.
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Site Tree
The site tree shows the channels of the opened DRYV file. Double click

@ SITE[1]C... [X]

on a channel to view the specific channel in one screen. Click on the |/ g ="y
. . . 5]
speaker icon located on the bottom to enable or disable the audio. If ggh;
it's closed, it can be recalled under the View Menu Bar as shown gg:i
below.
= CMS_Player
FILE PLAYER CONTROL SYSTEM SETTING
v TOOLBAR
SiteTres
Mode Cption
< >
LT

Mode Option
Click on any of them to view the image in a multiple window mode.
The modes are available from 4-window, 9-window, and 16-window. If

it's closed, it can be recalled under the View Menu Bar as shown
above.

Speed Indicator
The Speed Indicator shows playback speed in forward or backward direction.

e > indicates forward playback while < indicates backward playback.
e The playback speed can be *1, *2, *4, *8, *16, or *32.

Speed IndicatorV

13— [ ]

A Slider Bar

Slider Bar
Click and drag the bar to search through the video.
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Other functions of the Menu Bar that are not introduced in this section will be described
here.
The <File Path Setting> under the System Setting Menu Bar allows the user to set the file
path.

- CMS_Player
FILE FLAYERE CONTEOL TEM SETTING

AUDICCON/OFF)
VIEW SETTING
[FILE FATH SETTING

You will be able to set the paths for *.avi and snapshot files here. After the path is set, click
on <Save> to save the settings. Note that you can choose the snapshot files to be saved as
*.Bmp, *.Jpg, *.Gif, or *.Tif formats. The default file type is *.Bmp format.

FILE PATH SETTING X
FILE FATH

AYI Convert path
|C:'|,Pr0gram Files\CMS) Al Erawse
Snapshot path
|C:'|,Pr0gram Files\CMS\Snapshot), Erawse

Snapshot Type

¥ Bmp I~ Jpg I~ aif I~ Tif

Under the View Menu Bar, you can choose to show/hide the Toolbar. When you closed the
Site Tree or Mode Option, you can recall the window under this menu too.

= CMS_Player
FILE FLAYER COMTEOL SYSTEM SETTING

v TOOLEAER
SiteTree
IWode Cption
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Appendix B: Troubleshooting

The followings are some common situations when the user is having difficulty with the CMS
server.

1. The CMS server does not work properly. How can it be recovered or where can | ask
for help?

Please try the following ways to recover it first.

A. Please check if the computer meets the system requirement.

B. If the CMS automatically closes when it's opened or when it's connecting to sites,
please send the files stored in \CMS\Setting\ under improper operation condition.
Afterwards, re-install CMS and check to install Default Setting during installation.
Remember not to import old setting files. This will tell whether if the old setting
data are corrupted.

« CMS Setup: Installation Options Q:@

Check the components you want o install and uncheck the components
vou don't want ko install. Chick Next to continue.,

Select components bo install: CMS (Required)

Start Menu Shorbcuts

[ nte (network Time Protocol) Server
Defaulk Setting (Old setting will be deleted!

Space required: 33.4MB

Cancel Mext =
e

C. If CMS cannot successfully connect to sites, check the followings.
e Confirm IP, port, username, and password of the site. You can connect to the
site via IE browser to verify the site exists and is connectable.
e Close firewall and virus scan software and try to connect again. If the problem
is due to firewall or virus scan software, please change their settings.
e If the connection still failed, please send the IP address to our engineer.

NOTE: When you need to ask for the engineer’s help, please send a copy of
the files stored in \CMS\Log\ as well.
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2.

The CMS server takes up too many HDD space.

We have found that the preset of the virus scan software “NOD32” will automatically
create a temporary file under windows system temporary folder when the CMS
connects to sites. This temporary file will automatically increase the size which causes
the HDD became lack of space.

Please go to the control center of the NOD32 and disable IMON. Then the problem

should be resolved. The following pictures are examples.

. Control

Center

B Theest Protection Modules
B AMON
DMON
B EMON

IMON = Futernet monitor
B Update
B Update
O Logs
B HOD32Z Systern Tools

:

¢ 2 p 4
Help Hide Quit

MON - Intermet monitox

Number of files

Scanned: |
[nfected: 0
Cleaned: 0
File: hitp:/u25.eset.comimod_evalfupdate. ver
Wersion of wirns signature database: 2277 C0070518)

%ﬁmmﬂ: Monitor (IMON) enabled

Setup
fud joat IO seftiags
Quit
Ualowd IMON
L | ¥ “2 NOD 32
Help Hide antivirus system

88




